
H-8

SV TYPE 
� SV1/SV2 �

number of 
rollers

roller 
diameter

strokepart number
CBAL

ZD
anticorrosion standard

mmmmmmmmmmmm

3.848.5

205

1.5

12SVS1020-5ZSV1020-5Z
307201030-7Z1030-7Z
4010271040-10Z1040-10Z
5013321050-13Z1050-13Z
6016371060-16Z1060-16Z
7019421070-19Z1070-19Z
8021501080-21Z1080-21Z

5.5612

305

2

18SVS2030-5ZSV2030-5Z
458242045-8Z2045-8Z
6011302060-11Z2060-11Z
7513442075-13Z2075-13Z
9016502090-16Z2090-16Z

10518642105-18Z2105-18Z
12021702120-21Z2120-21Z
13523842135-23Z2135-23Z
15026902150-26Z2150-26Z
16529952165-29Z2165-29Z
180321002180-32Z2180-32Z

part number structure
example SVS 2006 RAS 20Z UP

SV
SVS

specification
standard

anticorrosion

blank high

high-precision
precisionP

UP

rail length

 Refer to page H-19 for information on cage types.

accuracy grade

blanksize standard cage

standard roller
aluminum cage

stainless roller
aluminum cageRAS

RA

cage type

--

number of rollers

Maximum Rail Length (SV type only)

Max.lengthpart number
200mmSV1
450mmSV2

Please contact NB for further details.
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basic load ratingmajor dimensions
sizemassstaticdynamicTHGdFENM�P

CoC
gNNmmmmmmmmmmmmmm

102011312340

0.81.431.65M21.85

1�10
1030144684612�10
1040187806763�10
1050229367764�10
1060261,2509625�10
1070301,4001,0506�10
1080341,5601,1407�10
203028588594

224.42.55M32.57.5

1�15
2045421,1809992�15
2060551,4701,1803�15
2075691,7601,3504�15
2090832,3501,6805�15
2105962,6501,8406�15
21201102,9401,9907�15
21351233,2302,1308�15
21501373,8202,4209�15
21651514,1202,56010�15
21801654,7002,83011�15

1N�0.102kgf

One set of components consists of 2 roller cages, 4 rails, and 8 end-pieces.

* high grade�A��precision grade(P)�A��high-precision grade(UP)�A�  0
-0.2

  0
-0.1

  0
-0.1
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SV TYPE
� SV3/SV4 �

part number structure
example SVS 2006 RAS 20Z UP

SV
SVS

specification
standard

anticorrosion

blank high

high-precision
precisionP

UP

 Refer to page H-19 for information on cage types.

accuracy grade

blanksize standard cage

standard roller
aluminum cage

stainless roller
aluminum cageRAS

RA

cage type

--

number of rollers

rail length

number of 
rollers

roller 
diameter

stroke
part number

CBAL
ZD

anticorrosion standard
mmmmmmmmmmmm

8.3818

507

3

28SVS3050-7ZSV3050-7Z
7510483075-10Z3075-10Z

10014583100-14Z3100-14Z
12517783125-17Z3125-17Z
15021883150-21Z3150-21Z
175241053175-24Z3175-24Z
200281153200-28Z3200-28Z
225311353225-31Z3225-31Z
250351453250-35Z3250-35Z
275381653275-38Z3275-38Z
300421753300-42Z3300-42Z
325451953325-45Z3325-45Z
350492053350-49Z3350-49Z

10.21122

807

4

58SVS4080-7ZSV4080-7Z
12011824120-11Z4120-11Z
160151054160-15Z4160-15Z
200191304200-19Z4200-19Z
240231504240-23Z4240-23Z
280271754280-27Z4280-27Z
320312004320-31Z4320-31Z
360352254360-35Z4360-35Z
400392504400-39Z4400-39Z
440432704440-43Z4440-43Z
480472954480-47Z4480-47Z

Maximum Rail Length (SV type only)

Max.lengthpart number
1000mmSV6

Please contact NB for further details.
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One set of components consists of 2 roller cages, 4 rails, and 8 end-pieces.

* high grade�A��precision grade(P)�A��high-precision grade(UP)�A�  0
-0.2

  0
-0.1

  0
-0.1

basic load ratingmajor dimensions
sizemassstaticdynamicTHGdFENM�P

CoC
gNNmmmmmmmmmmmmmm

3050942,1201,800

23.163.3M43.512.5

1�25
30751353,5302,6402�25
31001874,9403,4003�25
31252345,6503,7604�25
31502817,0604,4405�25
31753278,4705,1006�25
32003749,8805,7207�25
322542110,6006,0208�25
325046812,0006,6209�25
327551413,4007,19010�25
330056114,8007,75011�25
332560815,5008,03012�25
335065516,9008,57013�25
40802554,3503,560

24.284.3M54.520

1�40
41203857,2505,2202�40
416051010,2006,7203�40
420063513,1008,1204�40
424077016,0009,4305�40
428090518,90010,7006�40
43201,02021,80011,9007�40
43601,16024,70013,1008�40
44001,28027,60014,2009�40
44401,41030,50015,30010�40
44801,54033,40016,40011�40

1N�0.102kgf



H-12

SV TYPE 
� SV6/SV9 �

part number structure
example SVS 2006 RAS 20Z UP

SV
SVS

specification blank
P

UP

 Refer to page H-19 for information on cage types.

accuracy grade

blanksize

RAS

RA

cage type

--

number of rollers

standard

anticorrosion

rail length

high

high-precision
precision

standard cage

standard roller
aluminum cage

stainless roller
aluminum cage

number of 
rollers

roller 
diameter

stroke
part number

CBAL
ZD

anticorrosion standard
mmmmmmmmmmmm

14.21531

1008

6

55SVS6100-8ZSV6100-8Z
15012856150-12Z6150-12Z
200161206200-16Z6200-16Z
250201506250-20Z6250-20Z
300241856300-24Z6300-24Z
350282156350-28Z6350-28Z
400322456400-32Z6400-32Z
450362806450-36Z6450-36Z
500403106500-40Z6500-40Z
600493606600-49Z6600-49Z

20.22244

20010

9

115�SV9200-10Z
30015175�9300-15Z
40020235�9400-20Z
50025295�9500-25Z
60030355�9600-30Z
70035415�9700-35Z
80040475�9800-40Z
90045535�9900-45Z

1,00050595�91000-50Z

Maximum Rail Length (SV type only)

Max.lengthpart number
700mmSV3
700mmSV4

Please contact NB for further details.
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basic load rating major dimensions
sizemassstaticdynamicTHGdFENM�P

CoC
gNNmmmmmmmmmmmmmm

610062814,50010,900

35.29.55.2M6625

1�50
615094221,70014,7002�50
62001,26029,00018,3003�50
62501,57036,20021,6004�50
63001,88043,40024,8005�50
63502,20050,70027,8006�50
64002,51057,90030,7007�50
64502,83065,20033,6008�50
65003,14072,40036,3009�50
66003,77086,90041,60011�50
92002,72036,30025,300

46.210.56.8M8950

1�100
93004,03050,80032,5002�100
94005,38072,60042,5003�100
95006,70087,10048,7004�100
96008,050109,00057,6005�100
97009,230123,00063,3006�100
980010,500145,00071,5007�100
990011,900160,00076,8008�100

9100013,000182,00084,5009�100

1N�0.102kgf

One set of components consists of 2 roller cages, 4 rails, and 8 end-pieces.

* high grade�A��precision grade(P)�A��high-precision grade(UP)�A�  0
-0.2

  0
-0.1

  0
-0.1



H-14

SV TYPE 
� SV12 �

part number structure
example SVS 2006 RAS 20Z UP

SV
SVS

blank
P

UP

blank

RAS

RA

--

specification
standard

anticorrosion

high

high-precision
precision

 Refer to page H-19 for information on cage types.

accuracy grade

size standard cage

standard roller
aluminum cage

stainless roller
aluminum cage

cage type
number of rollers

rail length

number of 
rollers

roller 
diameter

stroke
part number

CBAL
ZD

anticorrosion standard
mmmmmmmmmmmm

272858

30010

12

200�SV12300-10Z
40014240�12400-14Z
50017320�12500-17Z
60021360�12600-21Z
70024440�12700-24Z
80028480�12800-28Z
90031560�12900-31Z

1,00034640�121000-34Z
1,10038680�121100-38Z
1,20042720�121200-42Z



H-15

��������	

S
L

ID
E

G
U

ID
E

B
A

L
L

S
P

L
IN

E
RO

TA
RY

BA
LL

SPLIN
E

TO
PBA

LL
�

PRO
D

U
C

TS
S

L
ID

E
B

U
S

H
S

L
ID

E
U

N
IT

S
T

R
O

K
E

B
U

S
H

SLIDE
ROTARY

BUSH
S

L
ID

E
S

H
A

F
T

S
L

ID
E

W
A

Y
S

L
ID

E
TA

B
L

E
G

O
N

IO
W

A
Y

A
C

T
U

A
TO

R
S

L
ID

E
S

C
R

E
W

basic load rating major dimensions
sizemassstaticdynamicTHGdFENM�P

CoC
gNNmmmmmmmmmmmmmm

123006,88073,50042,700

48.213.58.5M101250

2�100
124009,090103,00055,0003�100
1250011,400118,00060,8004�100
1260013,700147,00071,8005�100
1270015,800176,00082,4006�100
1280018,200206,00092,4007�100
1290020,500221,00097,4008�100

12100022,800250,000107,0009�100
12110025,000279,000116,00010�100
12120027,300309,000125,00011�100

1N�0.102kgf

One set of components consists of 2 roller cages, 4 rails, and 8 end-pieces.

* high grade�A��precision grade(P)�A��high-precision grade(UP)�A�  0
-0.2

  0
-0.1

  0
-0.1


