Cross Roller Guide Model VR (VR2)
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Model No. stroke | Combined dimensions Mounting
M A Lo nXF G B C S d
VR 2-30X5Z 18 30 1X15
VR 2-45X8Z 24 45 2X15
VR 2-60X11Z 30 60 3X15
VR 2-75X13Z 44 75 4X15
VR 2-90X16Z 50 90 5X15
VR 2-105X 182 64 12 6 105 6X15 7.5 5.6 25 M3 2.55
VR 2-120X21Z 70 120 7X15
VR 2-135X23Z 84 135 8X15
VR 2-150X26Z 90 150 9X15
VR 2-165X29Z 96 165 10X15
VR 2-180X32Z 102 180 11X15
VR2 -30 H X 6Z
T
Number of rollers or balls
Accuracy symbol
Dedicated rail dimension in mm
(example of indication for a combination of different overall lengths: 90/105)
Combined model number (for Ball Guide: VB)
Note) “One set” in the model No. above indicates a combination of four rails and two cages.
Download data by searching for the correspondin
7'1 0 ﬁﬁru:« model number onythe Techﬁicat Support sitF(Je. : https://tech.thk.com
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21

33 8
45 1
58 13
65 16

4.4 2 1.5 2 73 2.5 4 18 -3 0.276 0.271 0.23
85 21
93 23
105 26
117 29
129 32

Note) When desiring a Ball Guide in combination with a ball cage, refer to l7-26 on Ball Cage Model B and indicate
the required number of balls.

(Example) VB2-90H x 152

Number of balls

The mass in the table indicates the value per rail/m.
Stainless steel type with high corrosion resistance is also available. (symbol M, e.g., VR2M)
To fix the dedicated rail of model VR2, use cross-recessed screws.

Nominal name of
Model No. Type screw X pitch
For model
Ve Pan Head Screw M2X0.4

Cross-recessed screw JIS B 1111 (pan head screw)
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